


Watlow® is a registered trademark of Watlow Electric Manufacturing Company.
ASSURANT™ is a trademark of Watlow Electric Manufacturing Company.
MATE-N-LOK™ is a trademark of Tyco Electronics AMP Corporation.
UL® is a registered trademark of Underwriter’s Laboratories, Inc.

Specifications
Operating temperature
•	 Standard operating temperature up to 180°C (356°F)

(recommended)
•	 Maximum operating temperature up to 250°C (482°F)
•	 Other options available (contact your Watlow representative)

Agency approvals
•	 UL® 499, File # E52951
•	 RoHS compliant
•	 CE
•	 SEMI S2

Standard connectors
•	 Amp MATE-N-LOK™
•	 4-PIN AMP CPC
•	 Other options available (contact your Watlow representative)

Integrated sensor (optional)
•	 Type K thermocouple
•	 Over-temperature mechanical thermostat 200°C (392°F) max.

Voltage
•	 120, 208, or 240V standard, other voltages available 

Fastener
•	 Hook and loop

Inner jacket material options
•	 PTFE coated fiberglass

Outer jacket material options
•	 PTFE coated fiberglass

Dimensions
•	 Available for pipe sizes 1 to 6 in. (25 to 152 mm) diameter. 

For other sizes contact your Watlow representative.
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Heater Construction

To be automatically connected to the nearest North American Technical Sales Office:

1-800-WATLOW2 • www.watlow.com • inquiry@watlow.com
International Technical Sales Offices: Australia, +61 3 9335 6449 • China, +86 21 3532 8532 • France, +33 1 41 32 79 70   
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Watt Density vs. Tube Temperature vs. Jacket Backside Temperature
Assurant SERIES TC - 10 mm Insulation

(Data collected at steady state with boundary heat) 
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Watt Density vs. Tube Temperature vs. Jacket Backside Temperature
Assurant SERIES TC - 15 mm Insulation

(Data collected at steady state with boundary heat)
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Note: The data in the charts above represent nominal values 
derived from a test environment. Please consult a Watlow sales 
engineer to discuss your particular application.
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